
Notes:

New bridge details shown.

See Standard No. BR-SS(8.06)-78-72

showing special  attachment of new clip

See Standard No. BR-SS(7.01)-77-63 and

1. 

2. 

3. 

4. 

angle.

1’-3’’ Minimum

(See abut. detail)

requirements of structure.

not be placed until  adjacent

completed.
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Backwall  configuration

may vary depending on

deck placement has been

1
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6
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Studs

Staggered

Typical, seal  retainer angles

shown on this detail.

Seal  Retainer Angle

þÿ�1�

45
All  horizontal  studs shall  be

bent as shown, after welding.

Joint Opening See ’’Compression

Seal  Table’’ (Measured normal  to joint).

Top of Roadway.

1

1

þÿ

anchor welded to

each stringer.
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unless skew angle etc., require a

larger angle modified to provide

minimum overlap.
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(Stagger with other studs).
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Scale: 1’’ = 1’-0’’
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5. 

as a unit.

Ship and erect seal  retaining angles

For trough details see

sheet 2 of 2. For Catch

Basin Details see Std.

No. BR-SS(7.17)-95-313.

This portion of backwall  shall

Compression seal  to be placed in one

continuous piece. after joint angles

are set, and deck and entire backwall

are in place.

End of web

BR-SS(8.02)-75-4 for additional  details.

þÿ &�’�’� �x� �1�’�

bars (typ.)

*

* After all  welding of anchor straps is

complete, Contractor shall  thoroughly

clean all  damaged areas. All  areas that

will  be exposed shall  be recoated to

the satisfaction of the Engineer.

þÿ

þÿ� � ���’�’� � � � �V�e�n�t� �h�o�l�e

close to vertical leg as possible).

Contractor and Engineer shall  verify

during deck and backwall placement, 

that all vent holes are filled with 

concrete that has been forced 

from under the angles.

c

DIRECTOR

 

 

 

 
1

 

 
2

S
U

P
E

R
-R

O
A

D
W

A
Y

 JO
IN

T
S4-4-80

12/12/79

9-17-98

1-7-02

11-18-04

7-19-06

COMPRESSION SEAL ROADWAY JOINTS

AT ABUTMENTS

BR-SS(7.02)-79-64
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